
H.E. 
PARMER 
COMPANY, INC.   

www.HEPOP.COM 

 

Trailer Fenders and Parts

 

Nashville, TN

 

http://www.HEPOP.COM


Phone Numbers:                                                Mailing Address: 
General   615-256-4687                                               H.E. Parmer Co., Inc. 
Toll Free 800-637-7949        WWW.HEPop.COM       1635 County Hospital Rd.      
Fax          615-255-2513                                               Nashville, TN  37218-2503 
Notes:  1)  E-MAIL:  First initial, last name of employee. ex.  jdoe@heparmer.com 
             2)  The on-line site has the latest revision of the catalog.  
H.E. Parmer Limited Warranty: 
H.E. Parmer Co., Inc, 1635 County Hospital Road, Nashville, Tennessee - 37218 warrants to the original purchaser only 
that H.E. Parmer manufactured products will be free from defects in materials and workmanship and that they shall 
conform to the applicable specifications, drawings, samples or other mutually agreed descriptions.  Due to the various 
uses our products can be adapted to, seller does not warranty that the goods are fit for any particular purpose of 
buyer.  The customer will indemnify and hold harmless to H.E. Parmer Co., Inc. if any modifications are made to 
the product in any means without the written consent of H.E. Parmer Co., Inc. 
The nature of these products is such that environmental factors may affect the condition and suitability of the product for 
post finishing, therefore the period of warranty for surface defects in workmanship or conformity to specifications is limited 
to the receipt of the product by the purchaser.  Defects in material, or coatings where applicable, under mutually approved 
storage, use and service, are covered for a period of one year from the time of retail sale to a consumer.  This warranty 
does not cover un-coated products damaged or corroded after they have left our facility due to the result of shipping, 
storage or handling of the products. 
This limited warranty is not applicable if these products have been damaged by the lack of a properly applied 
protective coating, improper installation, unreasonable or improper use, accidents, unauthorized alterations, 
modifications, repairs, or other causes not arising out of defects in materials or workmanship.   
H.E. Parmer’s obligation under this warranty is limited to repair of removable product(s) at the H.E. Parmer plant, or 
replacement of the product(s) at H.E. Parmer’s option without any product expense to the original purchaser.  Any 
expenses involved in the removal, reinstallation, refinishing or transportation of the product are not covered by the 
warranty.   
Terms and Conditions: 
1. NEW CUSTOMERS 
All accounts are COD unless the customer receives an open account status. 
For open account status, a H. E. Parmer credit application must be submitted with bank and trade references with phone 
and fax numbers. 
Three (3) trade references must be favorable from credit checks and/or a Dun & Bradstreet report is requested. 
There is a trial period of 90 days for initial open account with dollar limits. 
Until a new credit limit is established or an order released, the customer will be contacted for payment in advance of 
shipment.  
If check in advance is required, payment can be by bank check, money order, certified funds, MasterCard, American 
Express or Visa. 
Any violation such as NSF checks, stop payments or delinquencies would revert to COD status after debt had been 
satisfied. A review for  
open status would be considered after six months of COD sales. 
2. ESTABLISHED CREDIT CUSTOMERS 
For established credit customers, orders are reviewed.  Orders that put the customer over their assigned credit limit, or 
accounts with past 
due balances of 30 days or more, will be stopped.  The order(s) is taken to a corporate officer for approval.  If denied, the 
customer is 
contacted to pay on the account or to discuss the situation to return the account to within the limit.  If authorized, the order 
will be shipped.  
3. TERMS 
Net due in 30 days and 2% discount for full payment received within 10 days. 
4. SALES TAX 
All orders sold to O.E.M./wholesale accounts are for resale. Sales tax will be charged unless you provide us your tax 
exemption number.  
5. DAMAGES/SHORTAGES 
H. E. Parmer is not liable for damage or loss of merchandise after it has left our warehouse. The purchaser must file 
claims against the  
carrier for any damage and/or loss. The Company will provide you with assistance to resolve freight claims. Any claims 
must be filed  
within 10 days of receipt of shipment. 
6. RETURNED GOODS POLICY 
Returned goods will be accepted only if “stock products”, returned within 30 days of purchase, and are resalable. The 
customer must  
provide the original invoice and pay a restocking fee of 25% of the cost of the original purchase. Custom products are not 
returnable. 
7. COMPANY COLLECTION PROCEDURE  
1.  Computerized past due notices are sent automatically on accounts past due 1-29 days. 
2.  Accounts 30 days plus: send past due letters, and a follow-up phone call. 
3.  Accounts 60 days plus: more stringent past due letters and another phone call. 
4.  Accounts 90 days plus: final notice sent along with a phone call. 
5.  After every collection effort has been made on our end, the account will be placed with an outside collection agency. 
     (Returns, special payment agreements and post-dated checks are taken into consideration) 
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FENDER CLASSIFICATION 

SQUARE BACK FENDER

 

Square back fenders are the same width at the top and bottom. The back lip of the fender has 
a 90-degree bend to allow it to be placed directly against the side of the trailer. 

TANDEM WITH VALANCETANDEM NO VALANCESINGLE

 

DOUBLE RADIUS FENDER

 

Double radius fenders are the same width at the top and the bottom and have two equal lips 
with equal radiuses. 

TANDEM WITH VALANCETANDEM NO VALANCESINGLE

 

TAPERED FENDER

 

Tapered fenders are wider at the bottom than at the top so that they can fit up close to a load  
with it's slanted sides. 

SINGLE TANDEM WITH VALANCE

 

JEEP STYLE/DROP LEG FENDER

 

Jeep style fenders are flat on top and have two equal flat legs coming down on each side. 
Drop-leg fenders are flat on top with two angles to each leg. 

JEEP STYLE DROP LEG STYLE

 

2

 



                 Fender Materials  
SMOOTH ALUMINUM (ALSM)  & ALUMINUM DIAMOND PLATE (ALDP)

 

Alloy 3003 

 

GENERAL PURPOSE 

 

MODERATE STRENGTH 

 

WELDABLE 

 

EXCELLENT CORROSION RESISTANCE  

STEEL FLOOR PLATE

 

Hot Rolled 

 

LOW CARBON 

 

WELDABLE 

 

FREE OF OILS AND COATINGS  

COLD ROLLED STEEL

  

LOW CARBON 

 

WELDABLE 

 

LIGHT OIL COATING  

GALVANIZED STEEL (Stocked Item)

  

CONTINUOUS HOT DIP COATED 

 

MIN .90 OUNCE PER FT   

GALVANIZED STEEL PAINT BOND (Available)

  

PAINTABLE 

 

CONTINUOUS HOT DIP COATED 

 

MIN .90 OUNCE PER FT 

 

SUSCEPTIBLE TO WHITE STORAGE STAIN IF LEFT UNPAINTED  

STAINLESS STEEL 
Type 430 

 

ELECTRO-POLISHED 

 

RESISTANCE TO ATMOSPHERIC CORROSION 

 

PVC COATED FOR SCRATCH RESISTANCE          

HEPop.COM                                                      800-637-7949
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WIDTH

H
E

IG
H

T

 
SINGLE

LENGTH

  

MANY SIZES AND MATERIALS AVAILABLE – MOST POPULAR SIZES LISTED 
EMBOSSING, CUSTOM HOLES, SLOTS AND LASER WORK AVAILABLE 

AVAILABLE MATERIAL (see page 3 for description)

 

SMOOTH ALUMINUM (ALSM)     COLD ROLLED STEEL (ST, STEEL) 
ALUMINUM DIAMOND PLATE (ALDP)    GALVANIZED STEEL (GALV) 
STEEL FLOOR PLATE (FLOOR)     STAINLESS STEEL (SS) 

           

TIRE

       

W L H MATERIAL SIZE

 

LBS

 

PART NO 

  

7 22 8 16 GA STEEL 8”,12”

 

4.2 MFR001 

  

7 22 8 16 GA GALV 8”,12”

 

4.3 MFR002 

  

7 26 11 3/4

 

16 GA STEEL 8”,12”

 

5.4 MFR003 

  

7 27 13 16 GA STEEL 8”,12”

 

5.9 MFR004 

  

7 27 13 16 GA GALV 8”,12”

 

6.1 MFR070 

  

7 28 10 16 GA STEEL 8”,12”

 

5.9 MFR005 

  

9 22 8 16 GA STEEL 12” 5.3 MFR006 

  

9 27 12 16 GA STEEL 12” 7.0 MFR007 

 

4

 

DOUBLE RADIUS SINGLE AXLE 
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WIDTH

H
E

IG
H

T

 
SINGLE

LENGTH

   

AVAILABLE MATERIAL (see page 3 for description)

 

SMOOTH ALUMINUM (ALSM)     COLD ROLLED STEEL (ST, STEEL) 
ALUMINUM DIAMOND PLATE (ALDP)    GALVANIZED STEEL (GALV) 
STEEL FLOOR PLATE (FLOOR)     STAINLESS STEEL (SS) 

         

TIRE

     

W L H MATERIAL SIZE

 

LBS

 

PART NO 
9 27 12 16 GA GALV 12” 7.2 MFR009 
9 30 13 1/2

 

16 GA STEEL 14” 7.9 MFR010 
9 30 13 1/2

 

16 GA GALV 14” 8.2 MFR011 
9 30 13 1/2

 

16 GA SS 14” 7.8 MFR012 
9 32 16 16 GA SS 15” 9.2 MFR013 
9 32 16 16 GA STEEL 15” 9.2 MFR014 
9 32 16 .063 ALDP 15” 3.2 MFR015 
9 32 16 16 GA GALV 15” 9.9 MFR016 

 

MANY SIZES AND MATERIALS AVAILABLE – MOST POPULAR SIZES LISTED 
EMBOSSING, CUSTOM HOLES, SLOTS AND LASER WORK AVAILABLE 

5 
DOUBLE RADIUS SINGLE AXLE 
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WIDTH

H
E

IG
H

T

 
TANDEM NO VALANCE

LENGTH

 
TANDEM WITH VALANCE

LENGTH

         

TIRE 

      

W

 

L

 

H MATERIAL SIZE LBS

 

VAL

 

PART NO 
7

 

66

 

13 3/4

 

16 GA STEEL 8”-12”

 

12.0

 

YES

 

MFR053 
9

 

60

 

12 16 GA STEEL 14”,15”

 

13.2

 

NO MFR042 
9

 

60

 

12 16 GA GALV 14”,15”

 

13.7

 

NO MFR043 
9

 

60

 

14 16 GA STEEL 13”,14”

 

13.0

 

NO MFR041 
9

 

65

 

13 16 GA STEEL 12”,13”

 

17.0

 

YES

 

MFR055 
9

 

65

 

13 16 GA GALV 12”,13”

 

17.1

 

YES

 

MFR056 
9

 

65

 

15 16 GA STEEL 14”,15”

 

15.0

 

YES

 

MFR057 
9

 

65

 

15 14 GA FLOOR

 

14”,15”

 

22.6

 

YES

 

MFR058 

 

MANY SIZES AND MATERIALS AVAILABLE – MOST POPULAR SIZES LISTED 
EMBOSSING, CUSTOM HOLES, SLOTS AND LASER WORK AVAILABLE 

 

AVAILABLE MATERIAL (see page 3 for description)

 

SMOOTH ALUMINUM (ALSM)     COLD ROLLED STEEL (ST, STEEL) 
ALUMINUM DIAMOND PLATE (ALDP)    GALVANIZED STEEL (GALV) 
STEEL FLOOR PLATE (FLOOR)     STAINLESS STEEL (SS) 

  

6

 

DOUBLE RADIUS TANDEM AXLE 
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WIDTH

H
E

IG
H

T

            

TIRE 

      

W

 

L

 

H MATERIAL SIZE LBS

 

VAL

 

PART NO

 

9

 

65

 

15 16 GA GALV 14”,15”

 

16.0

 

YES

 

MFR059

 

9

 

65

 

15 16 GA SS 14”,15”

 

17.5

 

YES

 

MFR060

 

9

 

68

 

17 16 GA STEEL 15”,16”

 

15.9

 

YES

 

MFR065

 

9

 

68

 

17 14 GA FLOOR

 

15”,16”

 

23.9

 

YES

 

MFR066

 

9

 

68

 

17 .100 ALDP 15”,16”

 

5.7 YES

 

MFR067

 

9

 

68

 

17 16 GA GALV 15”,16”

 

28.2

 

YES

 

MFR068

 

9

 

97

 

15 1/4

 

16 GA STEEL 14”,15”

 

20.9

 

NO MFR045

 

9

 

97

 

15 1/4

 

16 GA STEEL 14”,15”

 

21.1

 

YES

 

MFR061

  

MANY SIZES AND MATERIALS AVAILABLE – MOST POPULAR SIZES LISTED 
EMBOSSING, CUSTOM HOLES, SLOTS AND LASER WORK AVAILABLE 

 

AVAILABLE MATERIAL (see page 3 for description)

 

SMOOTH ALUMINUM (ALSM)     COLD ROLLED STEEL (ST, STEEL) 
ALUMINUM DIAMOND PLATE (ALDP)    GALVANIZED STEEL (GALV) 
STEEL FLOOR PLATE (FLOOR)     STAINLESS STEEL (SS) 

TANDEM NO VALANCE TANDEM WITH VALANCE

LENGTHLENGTH LENGTH

TRIAXLE WITH VALANCE
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DOUBLE RADIUS TANDEM/TRI AXLE 
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H

E
IG

H
T

WIDTH

 
SINGLE

LENGTH

            

TIRE 

      

W L H MATERIAL SIZE LBS PART NO

   

5 1/2

 

19 5 1/4

 

16 GA STEEL 8” 2.6 MFS006 

  

7 3/4

 

28 10 16 GA STEEL 13”,14”

 

5.9 MFS007 

  

9 30 13 16 GA STEEL 14”,15”

 

7.9 MFS012 

  

9 30 13 16 GA ST W/ BK 14”,15”

 

14.2 MFS013 

  

9 32 15 .090 ALSM 15” 3.2 MFS100 

  

9 32 15 16 GA STEEL 15” 8.8 MFS015 

  

9 32 15 16 GA ST W/ BK 14”,15”

 

15.1 MFS018 

  

9 34 17 16 GA STEEL 15”,16”

 

10.1 MFS020 

 

MANY SIZES AND MATERIALS AVAILABLE – MOST POPULAR SIZES LISTED 
EMBOSSING, CUSTOM HOLES, SLOTS AND LASER WORK AVAILABLE 

 

AVAILABLE MATERIAL (see page 3 for description)

 

SMOOTH ALUMINUM (ALSM)     COLD ROLLED STEEL (ST, STEEL) 
ALUMINUM DIAMOND PLATE (ALDP)    GALVANIZED STEEL (GALV) 
STEEL FLOOR PLATE (FLOOR)     STAINLESS STEEL (SS) 

8 SQUARE BACK SINGLE AXLE 
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TANDEM NO VALANCE

LENGTH

          

TIRE

       

W L H MATERIAL SIZE LBS VAL

 

PART NO

 

9 65 15 16 GA STEEL 14” 15.0 NO MFS043

 

9 66 19 3/4

 

16 GA STEEL 15”,16”

 

16.5 NO MFS044

 

9 72 20 1/2

 

16 GA STEEL 15”,16”

 

17.6 NO MFS045

 

9 72 20 1/2

 

16 GA ST W/ BACK

 

15”,16”

 

29.1 NO MFS046

 

10 3/4

 

66 19 3/4

 

16 GA SS 15”,16”

 

16.5 NO MFS038

 

10 3/4

 

72 20 1/2

 

16 GA STEEL 15”,16”

 

20.5 NO MFS040

 

10 3/4

 

72 20 1/2

 

16 GA ST W/ BACK

 

15”,16”

 

23.0 NO MFS041

 

10 3/4

 

108 20 1/2

 

16 GA STEEL 15”,16”

 

28.2 NO MFS037

  

MANY SIZES AND MATERIALS AVAILABLE – MOST POPULAR SIZES LISTED 
EMBOSSING, CUSTOM HOLES, SLOTS AND LASER WORK AVAILABLE 

 

AVAILABLE MATERIAL (see page 3 for description)

 

SMOOTH ALUMINUM (ALSM)     COLD ROLLED STEEL (ST, STEEL) 
ALUMINUM DIAMOND PLATE (ALDP)    GALVANIZED STEEL (GALV) 
STEEL FLOOR PLATE (FLOOR)     STAINLESS STEEL (SS) 

H
E

IG
H

T

WIDTH

 

9 SQUARE BACK MULTI AXLE – NO VALANCE 
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TANDEM WITH VALANCE

LENGTH

  

MANY SIZES AND MATERIALS AVAILABLE – MOST POPULAR SIZES LISTED 
EMBOSSING, CUSTOM HOLES, SLOTS AND LASER WORK AVAILABLE 

 

AVAILABLE MATERIAL (see page 3 for description)

 

SMOOTH ALUMINUM (ALSM)     COLD ROLLED STEEL (ST, STEEL) 
ALUMINUM DIAMOND PLATE (ALDP)    GALVANIZED STEEL (GALV) 
STEEL FLOOR PLATE (FLOOR)     STAINLESS STEEL (SS) 

         

TIRE 

      

W

 

L H MATERIAL SIZE LBS

 

VAL

 

PART NO 
9 65

 

15 16 GA STEEL 14”,15”

 

17.5

 

YES

 

MFS061 
9 66

 

16 1/4

 

16 GA STEEL 14”,15”

 

24.9

 

YES

 

MFS062 
9 66

 

19 3/4

 

16 GA STEEL 14”,15”

 

19.0

 

YES

 

MFS065 
9 66

 

19 3/4

 

16 GA ST W/ BK

 

14”,15”

 

29.5

 

YES

 

MFS066 
9 66

 

19 3/4

 

16 GA GALV 14”,15”

 

29.8

 

YES

 

MFS068 
9 72

 

20 1/2

 

16 GA STEEL 15”,16”

 

20.1

 

YES

 

MFS069 
9 72

 

20 1/2

 

16 GA ST W/ BK

 

15”,16”

 

31.6

 

YES

 

MFS071 
9 72

 

20 1/2

 

16 GA GALV 15”,16”

 

31.9

 

YES

 

MFS072 

 
H

E
IG

H
T

WIDTH

 

10 
SQUARE BACK TANDEM AXLE – VALANCE 
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TANDEM WITH VALANCE

LENGTH LENGTH

TRIAXLE WITH VALANCE

         

TIRE 

      

W L H MATERIAL SIZE LBS

 

VAL

 

PART NO 
9 108 20 1/2

 

16 GA STEEL 15”,16”

 

29.2

 

YES

 

MFS063 
10 3/4

 

65 15 16 GA STEEL 14”,15”

 

20.0

 

YES

 

MFS050 
10 3/4

 

66 19 3/4

 

16 GA STEEL 13”-15”

 

21.7

 

YES

 

MFS055 
10 3/4

 

68 17 16 GA STEEL 13”-15”

 

18.6

 

YES

 

MFS109 
10 3/4

 

68 19 3/4

 

16 GA STEEL 13”-15”

 

19.0

 

YES

 

MFS056 
10 3/4

 

72 20 1/2

 

16 GA STEEL 15”,16”

 

20.5

 

YES

 

MFS057 
10 3/4

 

72 20 1/2

 

16 GA ST W/ BK 15”,16”

 

20.5

 

YES

 

MFS058 
12 72 20 1/2

 

16 GA STEEL 15”,16”

 

22.6

 

YES

 

MFS095 

 

MANY SIZES AND MATERIALS AVAILABLE – MOST POPULAR SIZES LISTED 
EMBOSSING, CUSTOM HOLES, SLOTS AND LASER WORK AVAILABLE 

 

AVAILABLE MATERIAL (see page 3 for description)

 

SMOOTH ALUMINUM (ALSM)     COLD ROLLED STEEL (ST, STEEL) 
ALUMINUM DIAMOND PLATE (ALDP)    GALVANIZED STEEL (GALV) 
STEEL FLOOR PLATE (FLOOR)     STAINLESS STEEL (SS) 

 
H

E
IG

H
T

WIDTH

 

11 
SQUARE BACK MULTI AXLE – VALANCE 
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9.000"

7.500"

H
E

IG
H

T

 
SINGLE

LENGTH

  

MANY SIZES AND MATERIALS AVAILABLE – MOST POPULAR SIZES LISTED 
EMBOSSING, CUSTOM HOLES, SLOTS AND LASER WORK AVAILABLE 

 

AVAILABLE MATERIAL (see page 3 for description)

 

SMOOTH ALUMINUM (ALSM)     COLD ROLLED STEEL (ST, STEEL) 
ALUMINUM DIAMOND PLATE (ALDP)    GALVANIZED STEEL (GALV) 
STEEL FLOOR PLATE (FLOOR)     STAINLESS STEEL (SS) 

           

TIRE 

      

W L H MATERIAL SIZE LBS PART NO 

  

9 27 11 1/4

 

16 GA STEEL LH

 

10”-12”

 

7.0

 

MFT001 

  

9 27 11 1/4

 

16 GA STEEL RH

 

10”-12”

 

7.0

 

MFT002 

  

9 27 11 1/4

 

16 GA GALV LH 10”-12”

 

7.5

 

MFT003 

  

9 27 11 1/4

 

16 GA GALV RH 10”-12”

 

7.5

 

MFT004 

  

9 30 13 16 GA STEEL LH

 

14” 7.7

 

MFT005 

  

9 30 13 16 GA STEEL RH

 

14” 7.7

 

MFT006 

  

9 30 13 16 GA GALV  LH 14” 8.2

 

MFT007 

 

9 30 13 16 GA GALV  RH

 

14” 8.2

 

MFT008 

  

9

 

30

 

13

 

16 GA GALV RH

 

14”

 

8.2

 

MFT008

 

12 
TAPERED SINGLE AXLE  
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9.000"

7.500"

H
E

IG
H

T

 
SINGLE

LENGTH

          

TIRE 

    

W L H MATERIAL SIZE LBS PART NO

 

9 30 13 16 GA SS LH 14” 7.9 MFT009 
9 30 13 16 GA SS RH 14” 7.9 MFT010 
9 32 14 16 GA STEEL LH 14”,15”

 

8.5 MFT011 
9 32 14 16 GA STEEL RH 14”,15”

 

8.5 MFT012 
9 32 14 16 GA GALV LH 14”,15”

 

9.2 MFT013 
9 32 14 16 GA GALV RH 14”,15”

 

9.2 MFT014 
9 32 14 16 GA SS LH 14”,15”

 

9.6 MFT015 
9 32 14 16 GA SS RH 14”,15”

 

9.6 MFT016 

 

MANY SIZES AND MATERIALS AVAILABLE – MOST POPULAR SIZES LISTED 
EMBOSSING, CUSTOM HOLES, SLOTS AND LASER WORK AVAILABLE 

 

AVAILABLE MATERIAL (see page 3 for description)

 

SMOOTH ALUMINUM (ALSM)     COLD ROLLED STEEL (ST, STEEL) 
ALUMINUM DIAMOND PLATE (ALDP)    GALVANIZED STEEL (GALV) 
STEEL FLOOR PLATE (FLOOR)     STAINLESS STEEL (SS) 

13 

TAPERED SINGLE AXLE  
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9.000"

7.500"
H

E
IG

H
T

 
TANDEM WITH VALANCE

LENGTH

            

TIRE

         

W L H MATERIAL SIZE

 

LBS VAL

 

PART NO

   

9 62 13 16 GA STEEL 13” 14.1 YES

 

MFT073 

  

9 62 15 16 GA STEEL 14” 14.5 YES

 

MFT074 

  

9 62 15 16 GA GALV 14” 14.2 YES

 

MFT077 

  

9 62 15 16 GA SS 14” 13.5 YES

 

MFT078 

  

9 65 13 16 GA STEEL 13” 17.0 YES

 

MFT075 

  

9 65 15 16 GA GALV 14" 18.6 YES

 

MFT081 

  

9 65 15 .063 ALDP 14” 7.5 YES

 

MFT079 

  

9 65 15 16 GA STEEL 14” 17.5 YES

 

MFT080 

 

MANY SIZES AND MATERIALS AVAILABLE – MOST POPULAR SIZES LISTED 
EMBOSSING, CUSTOM HOLES, SLOTS AND LASER WORK AVAILABLE 

 

AVAILABLE MATERIAL (see page 3 for description)

 

SMOOTH ALUMINUM (ALSM)     COLD ROLLED STEEL (ST, STEEL) 
ALUMINUM DIAMOND PLATE (ALDP)    GALVANIZED STEEL (GALV) 
STEEL FLOOR PLATE (FLOOR)     STAINLESS STEEL (SS) 

14

 

TAPERED TANDEM AXLE - VALANCE 



HEPop.COM                                                                                    800-637-7949

  

9.000"

7.500"

H
E

IG
H

T

 
TANDEM WITH VALANCE

LENGTH

  

MANY SIZES AND MATERIALS AVAILABLE – MOST POPULAR SIZES LISTED 
EMBOSSING, CUSTOM HOLES, SLOTS AND LASER WORK AVAILABLE 

          

TIRE 

        

W L H MATERIAL SIZE LBS

 

VAL PART NO 

  

9 65

 

15

 

16 GA GALV 14” 18.1

 

YES MFT081 

  

9 65

 

15

 

16 GA SS 14” 17.5

 

YES MFT082 

  

9 66

 

15

 

16 GA STEEL 14” 14.9

 

YES MFT083 

  

9 68

 

15

 

16 GA SS 14” 16.8

 

YES MFT084 

  

9 68

 

17

 

16 GA GALV 15”,16” 18.5

 

YES MFT085 

  

10 3/4

 

65

 

15

 

16 GA STEEL TABBED

 

14” 18.5

 

YES MFT071 

  

10 3/4

 

66

 

17

 

16 GA STEEL TABBED

 

15”,16” 19.7

 

YES MFT072 

  

AVAILABLE MATERIAL (see page 3 for description)

 

SMOOTH ALUMINUM (ALSM)     COLD ROLLED STEEL (ST, STEEL) 
ALUMINUM DIAMOND PLATE (ALDP)    GALVANIZED STEEL (GALV) 
STEEL FLOOR PLATE (FLOOR)     STAINLESS STEEL (SS) 

15 
TAPERED TANDEM AXLE - VALANCE 
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G

F
E

DROP LEG

A B

C

DD

F  DROP LENGTH

D ANGLE

G  LEG HEIGHT

A  WIDTH

C  HEIGHT

B  LENGTH

E  FLAT

B

E

JEEP STYLE

           

TIRE 

    

W

 

L

 

H

 

ANGLE

 

MATERIAL SIZE LBS

 

PART NO

 

7

 

24

 

8

 

55 16 GA STEEL

 

8”-12”

 

4.8

 

MFJ023 
7

 

26

 

10

 

55 16 GA STEEL

 

8”-12”

 

5.4

 

MFJ019 
7

 

26

 

10

 

55 16 GA GALV 8”-12”

 

5.7

 

MFJ020 
8

 

24

 

8

 

70 16 GA STEEL

 

8”, 12”

 

5.6

 

MFJ025 
9

 

26

 

8

 

55 16 GA STEEL

 

13”-15”

 

6.1

 

MFJ035 
10

 

32

 

10

 

55 16 GA STEEL

 

13”,14”

 

9.6

 

MFJ001 
10

 

33

 

17

 

70 .063  ALDP 13”-15”

 

4.5

 

MFJ007 
10

 

36

 

19

 

70 16 GA STEEL

 

13”-15”

 

12.4

 

MFJ010 

  

MANY SIZES AND MATERIALS AVAILABLE – MOST POPULAR SIZES LISTED 
EMBOSSING, CUSTOM HOLES, SLOTS AND LASER WORK AVAILABLE 

 

AVAILABLE MATERIAL (see page 3 for description)

 

SMOOTH ALUMINUM (ALSM)     COLD ROLLED STEEL (ST, STEEL) 
ALUMINUM DIAMOND PLATE (ALDP)    GALVANIZED STEEL (GALV) 
STEEL FLOOR PLATE (FLOOR)     STAINLESS STEEL (SS) 

16 
JEEP STYLE SINGLE AXLE  
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G

F
E

DROP LEG

A B

C

DD

F  DROP LENGTH

D ANGLE

G  LEG HEIGHT

A  WIDTH

C  HEIGHT

B  LENGTH

E  FLAT

B

E

JEEP STYLE

           

TIRE 

    

W

 

L

 

H

 

ANGLE

 

MATERIAL SIZE LBS

 

PART NO

 

9

 

73

 

12

 

46 1/2 16 GA STEEL 15” 15.4

 

MFJ029 
9

 

73

 

12

 

46 1/2 14 GA FLOOR 15” 23.1

 

MFJ030 
10

 

69

 

19

 

70 16 GA STEEL 13”-15”

 

19.1

 

MFJ012 
10

 

69

 

19

 

70 .063 ALDP 13”-15”

 

7.7 MFJ013 
10

 

69

 

19

 

70 14 GA FLOOR 13”-15”

 

28.5

 

MFJ014 
10

 

72

 

17

 

55 DL 14 GA FLOOR

 

13”-15”

 

29.1

 

MFJ008 
10

 

72

 

17

 

55 DL 16 GA STEEL 13”-15”

 

24.3

 

MFJ039 
10

 

75

 

18

 

70 DL 14 GA FLOOR

 

15”,16”

 

24.8

 

MFJ009 

  

MANY SIZES AND MATERIALS AVAILABLE – MOST POPULAR SIZES LISTED 
EMBOSSING, CUSTOM HOLES, SLOTS AND LASER WORK AVAILABLE 

 

AVAILABLE MATERIAL (see page 3 for description)

 

SMOOTH ALUMINUM (ALSM)     COLD ROLLED STEEL (ST, STEEL) 
ALUMINUM DIAMOND PLATE (ALDP)    GALVANIZED STEEL (GALV) 
STEEL FLOOR PLATE (FLOOR)     STAINLESS STEEL (SS) 

17 
JEEP STYLE TANDEM AXLE 
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RESERVED FOR FUTURE USE 

18 
FUTURE USE 
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RESERVED FOR FUTURE USE 

19 
FUTURE USE 
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AVAILABLE MATERIAL (see page 3 for description)

 

COLD ROLLED STEEL (ST, STEEL)    STEEL FLOOR PLATE (FLOOR)   

        

EXAMPLE OF WEIGHT 

  

LENGTH HEIGHT

 

MATERIAL COMPATIBLE    FENDER

 

(LBS) PART NO 

27 1/2 10    

 

18 GA STEEL MFR010 4.2 MFB001 

63 12 18 GA STEEL MFR057 10.5 MFB002 

30 10 1/2 18 GA STEEL MFS015 5.5 MFB003 

30 1/4 11 3/4 18 GA STEEL MFS015 6.2 MFB004 

68 7/8 12 18 GA STEEL MFS069 11.5 MFB005 

63 1/4 12 18 GA STEEL MFS065 10.5 MFB007 

69 1/2 12 18 GA STEEL RECTANGLE 11.6 MFB009 

27 1/4 9 18 GA STEEL MFS007 4.3 MFB010 

29 11 1/8 18 GA STEEL MFJ010 4.4 MFB011 

69 14 18 GA STEEL RECTANGLE 16.8 MFB012 

63 1/4 12 16 GA STEEL MFS065 13.2 MFB014 

29 1/8 11 3/4 16 GA STEEL MFS012 6.2 MFB015 

31 7/8 14 1/2 16 GA STEEL MFS015 6.8 MFB017 

64 13/16 15 16 GA STEEL MFS065 16.8 MFB018 

 

MFB009 MFB005 

FENDER BACKS CAN BE MADE TO FIT YOUR SPECIFICATIONS

 
MFB004 

20

 

FENDER BACKS 
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2.50" O.S.

1.00"

   

2.50" O.S.

1.50"

  
Horizontal Bolster Brackets

 

Weld-On Bolster Brackets 

Vertical Bunk Brackets

 
WIDTH HEIGHT LENGTH 

 
MATERIAL PART NO

 
2.50” 1.00” 8” 11 GA ZINC PLATED

 
MBA001 

2.50” 1.00” 8” 11 GA GALV HOT DIP

 
MBA124 

2.50” 1.00” 10” 11 GA ZINC PLATED

 
MBA002 

2.50” 1.00” 10” 11 GA GALV HOT DIP

 
MBA125 

2.25” 1.125 12” 11 GA ZINC PLATED

 

MBA003 
2.25” 1.125 12” 11 GA GALV HOT DIP

 

MBA126 
2.50” 1.00” 18” 11 GA ZINC PLATED

 

MBA007 
2.50” 1.00” 18” 11 GA GALV HOT DIP

 

MBA127 

 

Over 30 standard lengths available 
11 GA RAW STEEL 

WIDTH LENGTH 

 

MATERIAL PART NO

 

2.0” 9.875” 11 GA ZINC PLATED MBA004 
2.0” 9.875” 11 GA GALV HOT DIP MBA128 
2.0” 11.750” 11 GA ZINC PLATED MBA006 
2.0” 11.750” 11 GA GALV HOT DIP MBA129 

 

2.000" O.S.

1.188"

 

21 
BRACKETS 
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3.50"
O.S.

1.375"
O.S.

1.
87

5"
O

.S
.

            
WIDTH HEIGHT

 
LENGTH

 
MATERIAL PART NO

 
1.375” 1.875 3.500” 11 GA ZINC PLATE MBA005 
1.375” 1.875 3.500” 11 GA GALV HOT DIP

 

MBA130 

 
3.5” Angle Board Bracket 

3.5” Angle Board Bracket with Slot 

3.50"
O.S.

1.375"
O.S.

1.
87

5"
O

.S
.

            

WIDTH HEIGHT

 

LENGTH

 

MATERIAL PART NO

 

1.375” 1.875 3.500” 11 GA ZINC PLATE MBA017 
1.375” 1.875 3.500” 11 GA GALV HOT DIP

 

MBA131 

 

4” Angle Board Bracket with Slot 

4.00" 1.375"
O.S.

2.75"

            

WIDTH HEIGHT

 

LENGTH

 

MATERIAL PART NO

 

1.375” 2.750” 4.000” 11 GA ZINC PLATE MBA062 
1.375” 2.750” 4.000” 11 GA GALV HOT DIP

 

MBA132 

 

22 BRACKETS 
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Transom Tie Down

 
MBA015

       
MATERIAL DESCRIPTION PART NO 

11  GA TRANSOM TIE DOWN BRACKET FOR 3” CHANNEL

 
MBA011 

11  GA TRANSOM TIE DOWN BRACKET FOR 4” CHANNEL

 
MBA012 

11  GA TRANSOM TIE DOWN BRACKET FOR 3” TUBE MBA013 
11  GA TRANSOM TIE DOWN BRACKET FOR 4” TUBE MBA014 
11  GA TRANSOM TIE DOWN BRACKET FOR 5” TUBE MBA015 
11  GA TRANSOM TIE DOWN BRACKET FOR 6” TUBE MBA016 

Bow Stands 

 

CUSTOM MADE TO YOUR SPECIFICATIONS 

Spare Tire Plate

 

6 AND 8 BOLT PATTERN ALSO AVAILABLE 

Bolt On Trailer Step

    

Tail Light Brackets

  

FITS 3" X 3" AND 2" X 4" FRAMES CUSTOM MADE TO YOUR SPECIFICATIONS 

23 BRACKETS 
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LASER WORK 

 

EMBOSSING 

 

24 
LASER WORK / EMBOSSING 
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CUSTOM FABRICATION 

  

CUSTOM FRAMES AND CHASSIS 
AIR COMPRESSORS, GENERATORS, WELDERS ETC

  

TONGUE CAPS 


