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HEPop.COM 800-637-7949 FENDER CLASSIFICATION 

90° BACK FENDER

 
90° Back fenders are the same width at the top and bottom. The back lip of the fender has a 90-degree bend. 

DOUBLE RADIUS FENDER

 

Double radius fenders are the same width at the top and bottom and have two equal lips with a matching radius. 

SLANT BACK FENDER

 

Slant Back fenders are wider at the bottom than at the top to fit up close to a load with its slanted sides. (Typically 
used on boat trailers.) 

JEEP STYLE/DROP LEG FENDER

 

Jeep style fenders are flat on top and have two equal flat legs coming down on each side. 
Drop-leg fenders are flat on top with two angles to each leg. 
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Alloy 3003 - .063-.125 THICKNESS 

 

GENERAL PURPOSE 

 

MODERATE STRENGTH 

 

WELDABLE 

 

EXCELLENT CORROSION RESISTANCE 

 

PVC COATED FOR SCRATCH RESISTANCE   

Hot Rolled  

14 AND 16 GAUGE 

 

LOW CARBON 

 

WELDABLE 

 

FREE OF OILS AND COATINGS    

14 AND 16 GAUGE 

 

LOW CARBON 

 

WELDABLE 

 

LIGHT OIL COATING    

16 GAUGE 

 

CONTINUOUS HOT DIP COATED 

 

MIN .90 OUNCE OF ZINC PER FT     

16 GAUGE 

 

CONTINUOUS HOT DIP COATED 

 

MIN .90 OUNCE OF ZINC PER FT 

 

SUSCEPTIBLE TO WHITE STORAGE STAIN IF LEFT UNPAINTED 

 

PAINTABLE    

HEPop.COM FENDER MATERIALS 800-637-7949 

SMOOTH ALUMINUM AND ALUMINUM DIAMOND PLATE (TRD) (ALDP)

  

STEEL FLOOR PLATE (FLP)

  

COLD ROLLED STEEL

 

GALVANIZED STEEL (GAV) (Stocked Item)

 

GALVANIZED STEEL PAINT BOND (Available)
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Type 430 - 16 GAUGE 

 

ELECTRO-POLISHED 

 

RESISTANCE TO ATMOSPHERIC CORROSION 

 

PVC COATED FOR SCRATCH RESISTANCE  

Type 304 - 16 GAUGE 

 

ELECTRO-POLISHED 

 

RESISTANCE TO ATMOSPHERIC CORROSION 

 

RESISTANCE TO SALT WATER CORROSION 

 

PVC COATED FOR SCRATCH RESISTANCE     

14 AND 16 GAUGE 

 

HOT DIPPED AFTER FORMING 

 

MAXIMUM CORROSION PROTECTION 

 

SURFACE IS ROUGH AND TEXTURED           

HEPop.COM FENDER MATERIALS 800-637-7949 

GALVANIZED STEEL HOT DIPPED (SPECIAL ORDER)

 
STAINLESS STEEL (SS) 
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DOUBLE RADIUS 

 

90° BACK 

 

SLANT BACK 

 

JEEP AND JEEP DROP LEG STYLE 
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DOUBLE RADIUS 

 
WITH 1” RADIUS BOTH SIDES 

  
HEPop.COM 800-637-7949 

AVAILABLE MATERIAL – 

    Smooth Aluminum 
    Aluminum Diamond Plate 
    Cold Rolled Steel 
    Galvanized Steel 
    Stainless Steel 
    Hot Dipped Galvanized 

Custom Holes, Slots and Laser 
Cutting Available 

 
SINGLE FENDERS 
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Notes : 
1. Wheel sizes are based on popular tire height ratios used in trailers 
2. Weights are given in pounds and dimensions are given in inches 

HEPop.COM SINGLE FENDERS 800-637-7949 

WIDTH 
A 

LENGTH 
B 

HEIGHT 
C MATERIAL 

WHEEL 
SIZE WEIGHT 

 

DETAILS 
PART 
NBR STATUS 

7 22 8 16 Ga 8,12 4.2 MFR001 STOCK 

7 22 8 16 Ga Gav 8,12 4.3 MFR002 

7 26 11.75 16 Ga 8,12 5.4 MFR003 

7 27 13 16 Ga 8,12 5.9 MFR004 STOCK 

7 27 13 16 Ga Gav 8,12 6.1 MFR070 

7 28 10 16 Ga 8,12 5.9 MFR005 STOCK 

8 23.5 6.5 16 Ga 8,12 4.3 MFR255 

9 22 8 16 Ga 12 5.3 MFR006 

9 27 12 16 Ga 12 7.0 MFR007 STOCK 

9 27 12 16 Ga Gav 12 7.2 MFR009 

9 30 13.5 16 Ga 14 7.9 MFR010 STOCK 

9 30 13.5 16 Ga Gav 14 8.2 MFR011 

9 30 13.5 16 Ga SS 14 7.8 MFR012 

9 32 13 16 Ga 8-12 12.0 MFR053 

9 32 16 16 Ga SS 14 9.2 MFR013 

9 32 16 16 Ga 15 9.2 MFR014 STOCK 

9 32 15 .063 Al Trd 15 3.2 MFR015 

9 32 16 16 Ga Gav 15 9.9 MFR016 

10 34 16.75 16 Ga 15 10 MFR259 

 
DOUBLE RADIUS WITH 1” RADIUS BOTH SIDES 

Additional Sizes And Materials Are Available 

Available in 7, 8, 9 and 10 inch widths in various lengths, heights, and materials. 
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90° BACK 

WITH 1” RADIUS FRONT 

  
HEPop.COM 800-637-7949 

AVAILABLE MATERIAL – 

    Smooth Aluminum 
    Aluminum Diamond Plate 
    Cold Rolled Steel 
    Galvanized Steel 
    Stainless Steel 
   Hot Dip Galvanized 

Custom Holes, Slots and Laser 
Cutting Available 

 
SINGLE FENDERS 
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WIDTH 

A 
LENGTH 

B 
HEIGHT 

C MATERIAL 
WHEEL 

SIZE WEIGHT DETAILS 
PART 
NBR STATUS 

5.5 19.5 5.25 16 Ga 8 2.6 MFS006 STOCK 

7.75 28 10 16 Ga 13,14 5.9 MFS007 STOCK 

7.75 28 10 .063 Al Smt 13,14 2.1 MFS157 

9 30 13 16 Ga  14,15 14.2 Wld Back MFS013 

9 32 15 .090 Al Smt 15 3.2 MFS100 

9 32 15 16 Ga 15 8.8 MFS015 STOCK 

9 32 15 16 Ga  14,15 15.1 Wld Back MFS018 

9 34 17 16 Ga 15,16 10.1 MFS020 

10.75 32 16 16 Ga 15 9.8 MFS001 STOCK 

10.75 36 20 16 Ga 15,16 11.8 MFS003 STOCK 

12 34 17 16 Ga 15,16 11.5 MFS320 

13 36 20 .100 Al Smt 15,16 9.1 MFS239 

 

Notes : 
1. Wheel sizes are based on popular tire height ratios used in trailers 
2. Weights are given in pounds and dimensions are given in inches 

 
90° BACK WITH 1” RADIUS FRONT 

HEPop.COM SINGLE FENDERS 800-637-7949 

Additional Sizes And Materials Are Available 

Available in 5.5, 7.75, 9, 10.75, 12, and 13 inch widths in various lengths, heights, and materials. 



   

12                                 

SLANT BACK 

 
WITH 1” RADIUS FRONT 

 
HEPop.COM 800-637-7949 

AVAILABLE MATERIAL – 

    Smooth Aluminum 
    Aluminum Diamond Plate 
    Cold Rolled Steel 
    Galvanized Steel 
    Stainless Steel 
    Hot Dipped Galvanized 

Embossing, Custom Holes, Slots and 
Laser Cutting Available 

  
SINGLE FENDERS 

 



   

13  

                                 
SLANT BACK WITH 1” RADIUS FRONT 

Notes : 
1. Wheel sizes are based on popular tire height ratios used in trailers 
2. Weights are given in pounds and dimensions are given in inches 

 
HEPop.COM SINGLE FENDERS 800-637-7949 

WIDTH 
A 

LENGTH 
B 

HEIGHT 
C MATERIAL 

WHEEL 
SIZE WEIGHT DETAILS 

PART 
NBR STATUS 

9 27 11.25 16 Ga 10-12 7.0 Left Side MFT001 STOCK 

9 27 11.25 16 Ga 10-12 7.0 Right Side MFT002 STOCK 

9 27 11.25 16 Ga Gav 10-12 7.5 Left Side MFT003 

9 27 11.25 16 Ga Gav 10-12 7.5 Right Side MFT004 

9 30 13.25 16 Ga 14 7.7 Left Side MFT005 STOCK 

9 30 13.25 16 Ga 14 7.7 Right Side MFT006 STOCK 

9 30 13 16 Ga Gav 14 8.2 Left Side MFT007 

9 30 13 16 Ga Gav 14 8.2 Right Side MFT008 

9 30 13 16 Ga SS 14 7.9 Left Side MFT009 STOCK 

9 30 13 16 Ga SS 14 7.9 Right Side MFT010 STOCK 

9 32 14 16 Ga 14,15 8.5 Left Side MFT011 STOCK 

9 32 14 16 Ga 14,15 8.5 Right Side MFT012 STOCK 

9 32 14 16 Ga Gav 14,15 9.2 Left Side MFT013 

9 32 14 16 Ga Gav 14,15 9.2 Right Side MFT014 

9 32 14 16 Ga SS 14,15 9.6 Left Side MFT015 

9 32 14 16 Ga SS 14,15 9.6 Right Side MFT016 

 

Additional Sizes And Materials Are Available 

Available in 9 inch width in various lengths, heights, and materials. 
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JEEP  

 
WITH 1” RADIUS BOTH SIDES 

 

JEEP DROP LEG 
WITH  1” RADIUS BOTH SIDES 

 


